Walker
Edison

furniture company

ltem #: DW48D30
Assembly Instructions

For our most current instructions, to request missing, lost or broken parts, or for any other Customer
Service issues, please visit our website at www.walkeredison.com or call us at 877-207-5906.

Revised 102011




VI.

VII.

General Assembly Guidelines

Insure that all parts and hardware are available before beginning assembly.
Follow each step carefully to insure the proper assembly of this product.
Two people are recommended for ease in the assembly of this product.

The main types of hardware used to assemble this product are wood dowels,
cam bolts and locks, bolts and screws.

The provided glue is to secure wood dowels in place. When first inserting dowels,
locate the appropriate hole for the dowel, place a small amount of glue in the hole
and insert the dowel. Wipe away excess glue immediately.
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In future assembly steps when dowels are necessary to attach assembly parts
together, place a small amount of glue on the end of the dowel before attaching
parts together. Wipe away excess glue immediately.
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A Phillips head screwdriver is required for the assembly of this product.

Power tools should not be used to assemble this product.




Parts List


































Attach left drawer track (P) and right drawer track (Q) to drawer bottom (17) as shown above using screws (J).
Tighten screws (J) with a screwdriver.

Align drawer front (13) with drawer bottom (17). Place hinges (H) into the slots of drawer pieces (13,17) and
attach them to the drawer pieces using screws (K). Attach knob (M) to drawer front (13) using bolt (L). Tighten
screws (K) and bolt (L) with a screwdriver.
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Step 29
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Final Assembly
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