








Hardware List
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M6*60(mm)

S

Wrench

Wooden dowel

Screw

Large bolts

Spring washer

Washer

Draw pull latch

Latch screw

Glue tube

30 pcs

44 pcs

8 pcs

8 pcs

8 pcs

4 sets

16 pCs

2 pcs

/@ Philips head screwdriver required for assembly

AN

(not included)
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Component List

Q Middle panel

< Side panel
\\
< Side panel
\’ Long apron
\ Inner apron
Corner block

|

.\ Short apron
Ny

\ Table leg

pc

pC

pcC

pcs

pcs

pcs

pcs

pcs
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Insert dowels (B) to the inner apron (5).

Attach inner apron (5) to the short aprons (4). (Remember to apply glue (G) as shown).

.

Attach apron assembly to the table top using screws (C).
Tighten screws (C) using a screwdriver as shown.
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Attach long apron (7) to the table top assembly using screws (C).

Tighten screws (C) using a screwdriver as shown.

.

Step 6

Insert dowels (B) to corner block (6). (Remember to apply glue (l) as shown).

Apply glue to the bottom of corner block (6).
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Attach corner block (6) to table top assembly using screws (C).
Apply pressure from outside of the apron then tighten screws (6) as shown.

Step 8

Attach table legs (8) to table top assembly using bolts (D) and washers (E,F).
Tighten using provided wrench (A). P.9
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Step 9

Final Assembly
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